STAINLESS STEEL

CLAMP C/W LSOH S i
RUBBER LINER

An SO 9001 &

14001 Company

Clamping Size (E) Thickness Dimension | —
Code No. (C) Hole (D) | Width (B)
Per Bag
Inch mm mm mm mm
DSSB-RMC3/16" 3/16" 4.76 0.8 6.8 12.7 100
DSSB-RMC1/4" 1/4" 6 0.8 6.8 12.7 100
DSSB-RMC3/8" 3/8" 10 0.8 6.8 12.7 100
DSSB-RMC1/2" 27 13 0.8 6.8 12.7 100
DSSB-RMC5/8" 5/8" 16 0.8 6.8 12.7 100
DSSB-RMC3/4" 3/4" 19 0.8 6.8 12.7 100
DSSB-RMC7/8" 7/8" 22 0.8 6.8 12.F 100
DSSB-RMC1" i1l 25 0.8 6.8 12.7 100
DSSB-RMC1-1/8" 1-1/8" 28 0.8 6.8 12.7 100
DSSB-RMC1-1/4" 1-1/4" 32 0.8 6.8 11257 100
DSSB-RMC1-3/8" 1-3/8" 35 0.8 6.8 12.7 100
DSSB-RMC1-1/2" 1-1/2" 38 0.8 6.8 12.7 100
DSSB-RMC1-5/8" 1-5/8" 41 0.8 6.8 12.7 100
DSSB-RMC1-3/4" 1-3/4" 44 0.8 6.8 12.7 100
DSSB-RMC1-7/8" 1-7/8" 48 0.8 6.8 12.7 100
DSSB-RMC2" 2" 50 1.0 6.8 1287 10
DSSB-RMC2-1/8" 2-1/8" 54 1.0 6.8 12.7 10
DSSB-RMC2-1/4" 2-1/4" 57 1.0 6.8 i12.7 10
DSSB-RMC2-3/8" 2-3/8" 60 1.0 6.8 12.7 10
DSSB-RMC2-1/2" 2-1/2" 63 1.0 6.8 i12.7 10
DSSB-RMC3" 3" 75 1.0 6.8 125 10

Specification:
Material: Steel or Stainless Steel AlSI 304
Coated: Semi Rubber

Operating Temperature: -40°c to 120°c

Recommended Application

Fastening/binding for indoor & outdoor cables.
Used for vibration damping and sound insulation.
Clip fits tight on object.
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